


Lighting Tower

Stable Performance and Safety

The superior performance of the generator set ensures stable
and reliable lighting. The lighting tower is equipped with an
audible warning system, which is activated when the mast is
being raised or lowered so as to make the operators and
personals nearby aware to keep a safe distance.

Energy-efficient Metal Halide Lamps

The metal halide lamp provides ample light using little energy,
asitis the most efficient way to convert electrical energy into
light. Compared with other lamps, PowerLink lighting towers
are the closest thing to natural light. Most importantly, the
lighting tower is characterized by a long service life, compact
structure, low energy consumption and is widely used in
various industries.

Model ALT15000A ALT18000A
Genset Parameter
Ambient temperature -5°C to 45°C 50C
Prime Power 15kVA/12kW 15kVA/12kW

Lamp

Metal halide lamp/8x1000w/230v/single phase

Metal halide lamp/6x2000W/230V/single phase

Power outlet socket

230V/16A/Single phase

230V/16A/single phase

Number of mast sections

5

5

Model ALT5500A ALT6600M-L ALT6600A ALT6600A-S ALT8000A ALT9000A ALT9000AS
(Gull-wing type) (Stationary)

Genset Parameter

Ambient Temperature 50°C 50°C 50°C 50C 50C 50C 50C

Prime Power 6.8kVA/5.5kW 9.25kVA/7.24kW 9.25kVA/7.24kW 6.6kVA/5.3kW 8kVA/6.4kW 9.0kVA/7.0kW 9.0kVA/7.0kW

Fast Output Power 15 Amp,230V 15 Amp,230V 15 Amp,230V 15 Amp,230V 15 Amp,230V 2x15 Amp,230V 2x15 Amp,230V

Max Height (unfolded) 9012mm 9423m 9012mm 9400mm 9012mm 9012mm 9012mm

Number of Mast Sections 9 4 9 9 9 9 9

Mast Rising Time 15s 15s 15s 15s 15s 15s

Mast Lowering Time 18s 18s 18s 18s 18s 18s

Rotating Angle of Mast

0-359° ( manual)

0-350° ( manual)

0-359° ( manual)

0-359° (manual)

0-359° (manual)

0~359° (manual)

0~359° (manual)

Pitch Angle of Light Fixture

0~89° (automatic)

0~89° (automatic)

0~89° (automatic)

0~89° (automatic)

0~89° (automatic)

0~89° (automatic)

0~89° (automatic)

Lamp

Metal Halide Lamp, 4x1000W, 230V

Metal Halide Lamp, 4x1000W, 230V

Metal Halide Lamp, 4x1000W, 230V

Metal Halide Lamp, 4x1000W, 230V

Metal Halide Lamp, 4x1500W, 230V

Metal Halide Lamp, 4x1000W, 230V

Metal Halide Lamp, 4x1500W, 230V

llluminating Power (luminous flux) 85,000 Lumen/ Lamp 85,000 Lumen/ Lamp 85,000 Lumen/ Lamp 85,000 Lumen/ Lamp 100,000 Lumen/ Lamp 85,000 Lumen/ Lamp 100,000 Lumen/ Lamp
Max.Travel Speed 80km/h 80km/h 80km/h 80km/h 80km/h 80km/h

Dimensions (folded) 3255x1497x2366(mm) 4125x1520%x2280(mm) 3255x1330x2301(mm) 2521x1530x2080mm) 3255x1330x2301(mm) 2414 x 1634 x 2310(mm) 2414 X 1634 x 2310(mm)
Dimensions (unfolded) 3255x2512x9012(mm) 3275x2870x9423(mm) 3255x2512x9012(mm) 2521x1530x9400(mm) 3255x2512x9012(mm) 2782 % 2775 % 9012(mm) 2782 % 2775 x 9012(mm)
Dry Weight 1423kg 1064kg 1410kg 1580kg 1500kg 1172kg 1190kg

Diesel Engine

Model Z482-E2B D905-BG D905-BG D905-BG D1105-BG 403D-11G 403D-11G

No. of Cylinders;Diameter x Stroke 2,67 x 68mm 3,;72x73.6mm 3,;72x73.6mm 3;72x73.6mm 3,78 x78.4mm 3,77 x81mm 3,77 x81mm

Prime Power 7.2kW 6.6kW 6.6kW 6.6kW 8.4kW 8.6kW 8.6kW

Displacement 0.479L 0.898L 0.898L 0.898L 1.123L 1.13L 1.13L

Fuel Tank 100L 60L 100L 100L 100L 85L 85L

Fuel Consumption (full load) 29L/H 2.35L/H 2.35L/H 2.35L/H 2.9L/H 2.6L/H 2.6L/H

Oil Capacity 2.5L 5.1L 5.1L 5.1L 5.1L 4.9L 4.9L

Alternator

Model ES20FS-130 ECO28-2VS4 ECO28-2VS4 ECO28-2VS4 ECO28-2VS4 ECO28-2VS4 ECO28-2VS4

Excitation Brushless Brushless Brushless Brushless Brushless Brushless Brushless

Excitation System Self-exciting Self-exciting Self-exciting Self-exciting Self-exciting Self-exciting Self-exciting

Poles 4 4 4 4 4 4 4

Protection Class P23 P23 P23 P23 P23 P23 P23

Insulation Class H H H H H H H

Working angle of mast section 1 0-80° 0-80°

Working angle of mast section 2 0-80° 0-80°

Working journey of mast section 3 1230mm 1230mm

Working journey of mast section 4 1230mm 1230mm

Working angle of mast section 5 0-180° 0-180°

Working angle of turntable +180° +180°

lllumination power (luminous flux) 85,000 Lumen/Lamp 110,000 Lumen/Lamp
Hydraulic oil tank capacity 14L 14L

Tire size 185R14LT 185R14LT

Maximum towing speed 20km/h 20km/h

Maximum wind speed rating N/A N/A

Dimensions (fully folded) 4400x1861x2348mm 4400%1861x2348mm
Dimensions (fully unfolded) 4400x3216x11190mm 4400x3310x11190mm
Dry weight 2518kg 2925kg

Diesel Engine

Model D1703-BG 404D-22G

No. of Cylinder;Diameter x Stroke 3;87x92.4mm 4, 84x100mm

Prime Power 12.8kW 16.2kwW
Displacement 1.647L 2.216L

Fuel Tank 200L 200L

Fuel Consumption (full load) 2199/kW.h 2379/kW.h

Oil Capacity 7.6L 10.6L
Alternator

Model ECO28-SN/4 ECO28-1LN/4
Excitation Brushless Brushless

Excitation System Self-exciting Self-exciting

Poles 4 4

Protection Class 1P23 P23

Insulation Class H H
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